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Abstract

The adoption of architectural patterns has recently been assessed in relation to their impact on the per-
formance of microservice-based applications. For example, offloading common functionalities of multiple
microservices to a gateway may improve the system response time. However, for a given performance re-
quirement, such as service latency or resource utilization, the benefits of choosing an architectural pattern
and its design decisions are not guaranteed. Therefore, it is crucial to collect data on patterns’ parameters,
thereby providing insights to software architects on the relationships between design decisions and perfor-
mance requirements. In this work, we propose a data-driven approach to assess the quantitative impact
of a given pattern and its design decisions, thus understanding the achievement of performance tradeoffs.
Our approach seeks to help architects understand and control the pattern parameters that cause variations,
i.e. the sensitivity of performance tradeoffs, through scenario discovery techniques. To this end, we rely on
machine learning algorithms (i.e., PRIM and CART) to infer constraints on the parameter values. The ap-
proach is embodied in a framework called ADEPT, which provides a workflow for generating a pattern design
space along with the tradeoffs of interest, identifying key parameters, and then applying scenario discovery
algorithms to these tradeoffs. We perform an extensive evaluation using a dataset collected from models of
five microservice patterns and their performance characteristics. The experimental results show that ADEPT
is effective in identifying key pattern parameters and inferring parameter constraints through PRIM and
CART, thus understanding tradeoff variability. Thus, this research supports software architects in making
informed design decisions by providing quantitative insights into the performance behavior of microservice
patterns.

Keywords: Data-driven Sensitivity Analysis, Design Decisions, Architectural Patterns, Microservices,
Performance Metrics

1. Introduction

Microservice-based applications have gained the attention of researchers and practitioners [35, 8], and the
software architecture community has also been attracted to pursue methodologies to support their successful
development [1, 25]. Although the adoption of patterns has a long history [21], their effective use and impact
on quality attributes are a more recent research trend [27, 29]. Software architects developing microservice-
based systems, especially in industry, have pointed out the need to quantitatively assess the effects of patterns
on quality-based requirements [30]. For instance, focusing on performance-related characteristics such as
system response time or resource utilization [17], it is important to understand how they lead to different
tradeoffs depending on specific pattern decisions and related design assumptions.

∗Corresponding author
Email addresses: andres.diazpace@isistan.unicen.edu.ar (J. Andres Diaz-Pace), catia.trubiani@gssi.it (Catia

Trubiani), garlan@cs.cmu.edu (David Garlan)

Preprint submitted to Elsevier June 10, 2026



To enable a quantitative analysis, a recent work [24] has shown that well-known microservices patterns
can be modeled and evaluated through software performance engineering (SPE) techniques, e.g., queueing
networks [16]. Interestingly, the SPE models provide evidence that the performance behavior of the pat-
terns is sensitive to both design decisions and input parameters that are difficult to assess. Furthermore, the
variability in the values of such parameters can significantly affect the potential performance tradeoffs. The
parameters of a pattern capture its characteristics, including environmental conditions (e.g., incoming het-
erogeneous requests and varying frequencies), whereas design decisions determine the actual implementation
to solve a pattern (e.g., a software or hardware isolation mechanism to segregate a few operations).

Given that both the parameters and the design decisions contribute to large variations in the performance
behavior of a pattern, it becomes of key relevance to leverage the notion of sensitivity of a design decision
with respect to achieving desired performance properties, thereby understanding how to define parameter
ranges in that regard [34]. For instance, in a microservices pattern, the heterogeneity of requests and their
frequencies may influence the design decision to achieve a good tradeoff targeting low utilization and fast
response time [24]. Motivated by the previous context, we investigate the variability of the parameters
that characterize microservice-based architectural patterns, so that controlling these parameters can make
the pattern (or design model) less prone to performance variations. The goal of this work is two-fold: (i)
to understand the performance variation of patterns’ design decisions, and (ii) to reduce the performance
sensitivity of the decisions through inferring parameter constraints. Our approach provides knowledge to
software architects on the performance sensitivity due to the identification of key parameters of a pattern
model, thus supporting them in making informed decisions.

In prior work [11], we proposed a data-driven approach to profile the space of design alternatives for
a given model (i.e., a pattern), identify the most influential model parameters and performance tradeoffs,
and run a sensitivity analysis with respect to the tradeoffs. Furthermore, given a target tradeoff (e.g., fast
response time and average resource utilization), we relied on machine learning (ML) techniques for scenario
discovery (SD), such as PRIM [12] and CART [5], to infer constraints on the parameter values, thereby
ensuring that the desired tradeoff is achieved. We performed an initial evaluation with three microservice
patterns [30]: (i) Anti-corruption Layer, (ii) Command Query Responsibility Segregation, and (iii) Gateway
Offloading, in which we studied the effects of input parameter variations on two performance metrics of
interest, i.e., response time and utilization. The analysis of these metrics, before and after applying param-
eter constraints, showed that SD techniques were effective in reducing performance variations of the pattern
design alternatives.

In this paper, we generalize the previous approach [11] into a framework, namely ADEPT (Architectural
Decision Exploration and Pattern Tradeoffs), which provides a workflow of phases and activities that an
architect can apply to explore a pattern design space and gain insights into its performance sensitivity.
Moreover, two additional microservices patterns [30] have been evaluated: (iv) Gateway Aggregation, and
(v) Pipes and Filters. The evaluation has been redesigned for all five considered patterns, as the newly
developed framework provides additional features. Specifically, these features include: the introduction
of multiple strategies to define tradeoffs; the specification of novel metrics for assessing the parameter
constraints inferred by PRIM/CART; a variety of visualization techniques to inspect the pattern design
space and parameter constraints; a plug-in mechanism for incorporating new patterns. To demonstrate the
usefulness of ADEPT, we performed experiments to quantitatively compare the PRIM and CART algorithms
and investigate the role of the tradeoff definition strategy on the inferred parameter constraints.

The remainder of the paper is organized as follows. Section 2 provides background knowledge on the
adopted architectural patterns, the SD framework along with a motivating example that clarifies the main
use case for ADEPT, and the PRIM and CART algorithms as alternative SD implementations. Section 3
describes the ADEPT approach and the steps of its workflow. Section 4 briefly introduces the experimental
setup, i.e., research questions and experiments’ design choices. Section 5 presents the evaluation and answers
the raised questions. Section 6 discusses the threats to the validity of the approach. Related work is presented
in Section 7, thus positioning our contribution with respect to the state-of-the-art approaches. Section 8
outlines the concluding remarks and future work. Replication data are publicly available; see Section 8.
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2. Background

This section provides background knowledge on the selected microservices patterns, and the role of two
Machine Learning (ML) algorithms used for scenario discovery within the framework.

2.1. Architectural Patterns

The selected microservices patterns have been modeled and evaluated in [24]. Besides, the theoretical
performance models presented in [24] and validated in [22], in which real measurements of resource uti-
lization and system response time align with model-based performance predictions. Given the validity of
the performance models and results, we build the dataset for this work by extracting the values of input
parameters and output metrics from [24].

Table 1 lists the patterns and their input parameters that we consider and analyze in this work. Note
that the top rows of Table 1 show some common parameters that are replicated for all patterns, such as the
number of requests in the system (N), and the thinking time, i.e., the idle time before a new system request
is issued (Z). Next, we explain the specific parameters of the five considered patterns. The architectural
designs of the patterns are taken from the Microsoft’s reference catalog1.

Gateway Offloading (GO). The problem addressed by this pattern occurs when multiple services require
the same functionality (e.g., encryption), thus causing a backlog of requests. The solution prescribed by
this pattern involves offloading shared or specialized service functionalities to a gateway proxy that manages
them more efficiently, thus preventing service slowdowns. The architecture design consists of four main
components: three services (i.e., S1, S2, and S3) and the gateway (i.e., GW) that hosts common services.
Table 1 indicates that the performance (e.g., response time, utilization, throughput) of this pattern is affected
by the service times of components, i.e., SGW , SS1, SS2, and SS3.

Command and Query Responsibility Segregation (CQRS). The problem addressed by this pattern origi-
nates from architectures that query and update the same (software or hardware) resource. In the solution
offered by this pattern, read operations are segregated from update operations. This can be performed at
the software level (i.e., read and write requests use separate interfaces, but they are located on the same ma-
chine), or at the hardware level (i.e., having two different machines). The architectural design differs in the
case of a software or hardware solution. The former includes a database component (i.e., DB) only, whereas
the latter has two database components (i.e., one for queries, DB-read, and one for updates, DB-write),
which requires synchronization. The pattern’s performance is affected by the service times of the DB com-
ponents (SDB , SDB−read, and SDB−write), and by the time needed to synchronize read and write requests
(R ↔ W ).

Anti-corruption Layer (ACL). The problem addressed by this pattern arises when an application leverages
different systems for its operation, e.g., a (recently) migrated application needs to interact with a legacy
system that makes use of technologies not compatible with the primary application. From a domain-driven
design perspective, this pattern applies whenever it is necessary to isolate domain models, not only to set
apart legacy systems. The pattern solution introduces an adaptation layer that mediates the communication
between incompatible systems. The architectural design consists of three main components: two subsystems
(i.e., SS1 and SS2) and the anti-corruption layer (i.e., ACL) that mediates the communications between the
two subsystems. As shown in Table 1, the pattern’s performance is affected by the probability of invoking
the ACL component (Prob), and by the service times of the three components involved, i.e., SSS1, SACL,
and SSS2.

Gateway Aggregation (GA). The problem addressed by this pattern manifests itself when an application
must interact with multiple services before completing the request of the end user. The solution consists of
introducing a gateway component that manages interactions between the application and required services,
returning aggregated results while optimizing communication with microservices. Similarly to Gateway
Offloading, the architectural designincludes the gateway receiving a request and the microservices involved

1https://learn.microsoft.com/en-us/azure/architecture/patterns/
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Parameters Description
N Total number of requests in the system
Z Thinking time

Gateway

SGW Service time of GW component

Offloading(GO)

SS1 Service time of service S1

SS2 Service time of service S2

SS3 Service time of service S3

Command and Query
SDB Service time of DB component

Responsibility Segregation
SDB-read Service time of DB component to manage read requests

(CQRS)
SDB-write Service time of DB component to manage write requests
R ↔ W Time needed to synchronize read and write requests

Anti-corruption

Prob Probability of invoking the ACL component

Layer (ACL)

SSS1 Service time of subsystem S1

SACL Service time of ACL component
SSS2 Service time of subsystem S2

Gateway

Prob Probability of invoking the GW component

Aggregation (GA)

SGW Service time of GW component
SS1 Service time of service S1

SS2 Service time of service S2

SS3 Service time of service S3

Pipes and

ST1 Service time of T1 task

Filters (PAF)

ST2 Service time of T2 task
ST3 Service time of T3 task
ST4 Service time of T4 task

Table 1: Architectural patterns and their performance-related parameters. Parameters N and Z apply to all patterns.

in processing, i.e., S1, S2, and S3. Table 1 shows that the relevant input parameters affecting the performance
of this pattern relate to the service times of all involved components, i.e., SGW , SS1, SS2, and SS3.

Pipes and Filters (PAF). The problem addressed by this pattern occurs when applications need to execute
tasks associated with requests from different sources, e.g., freemium and premium users. The pattern solution
suggests code reuse, thereby facilitating the management of requests and maximizing the efficiency of the
application. The architectural design presents separate services, i.e., all tasks are replicated, and requests
are forwarded based on their source. Pinciroli et al. [24] propose a different implementation that replicates
Task 1 and Task 2, used to process both types of requests, while Task 3 and Task 4 are only used for
Freemium and Premium requests, respectively. Table 1 indicates that the input parameters affecting the
performance characteristics of this pattern relate to the service times of all involved tasks, i.e., ST1, ST2,
ST2, and ST4.

2.2. Exploration of Design Spaces

A conceptualization of a design space for a pattern typically involves two related spaces: (i) the space of
architectural configurations, and (ii) the quality-attribute value space [10]. The former refers to all feasible
configurations for a pattern that can be derived from a collection of design decisions and parameters. The
latter, in turn, contains the values of the performance metrics (e.g., latency, utilization, throughput) that
result from evaluating (or simulating) the configurations of the first space.

Exploring these two spaces to assess pattern decisions and their effects on particular performance tradeoffs
is challenging for human architects, due to both the size and number of dimensions of each space, and also
because the correspondences between instances of the two spaces are not always straightforward. This
complexity is further complicated by the uncertainty in some parameters of a pattern model (e.g., see Table
1), which can cause a pattern configuration to drift from a desired performance tradeoff (e.g., low response
time and moderate utilization) to another.
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PARAMETERS (WITH UNCERTAINTY) 

LEVERS / 
POLICIES

OUTCOMESPattern-related 
Parameters

Design
Decisions

Quality-attribute 
Space / Tradeoffs

Gateway

μService 1

μService 2 μService 3

Users

(a) Architectural diagram [27]

Gateway

Delay S1

S2 S3

(b) QN model

Fig. 5: Architectural diagram and performance model of the
Gateway Offloading design pattern.

require users to authenticate before executing the requests.
When using the Gateway Offloading design pattern, the au-
thentication feature is deployed in the Gateway since such a
feature is invoked by all the involved microservices. The QN in
Fig. 5(b) is obtained by mapping every service (i.e., gateway
and microservices) with a service station. Gateway serves
all requests, S1 serves Dashboard requests, while S2 and S3
serve Monitoring requests.

F. Pipes and Filters

Problem. An application needs to execute some tasks on
requests generated from different sources (e.g., freemium
and premium users). If the application is implemented as
monolithic modules (i.e., one of them serving Freemium
requests, the other processing Premium ones), different quality
attributes of the system (including performance) experience
deterioration.

Solution. Code reuse should be facilitated to maximize the
efficiency of an application. Specifically, each monolithic mod-
ule should be broken down into a set of separated components,
each one performing a different task. This way, tasks that are
common to both request types can be reused.

Performance model. To model this design pattern, we con-
sider two different implementations. The former, see Fig. 6(a)
for its representation, is shown in [27]; such implementation
replicates Task 1 and Task 2 that are used to process both types
of requests, while uses Task 3 and Task 4 only for Freemium
and Premium requests, respectively.

The QN model of this implementation of Pipes and Filters
is shown in Fig. 6(c), where every task is represented by a
service station. All Freemium requests are processed by the
tasks on the top (i.e., T1, T2, and T3), while Premium requests
are routed to and served by tasks on the bottom of the figure
(i.e., T1, T2, and T4). We also envision and analyze another
possible implementation of this design pattern, see Fig. 6(b).
In this case, common tasks (i.e., Task 1 and Task 2) use the
same services and serve both request types. Therefore, in the
QN model, see Fig. 6(d), all requests go through T1 and T2.
After being processed by T2, Freemium requests are served
by T3, while T4 executes Premium requests.

Task 2 Task 3Task 1

Task 2 Task 4Task 1

Freemium

Premium

(a) Architectural diagram
(separated services) [27]

Task 3

Task 2

Task 4

Task 1
Freemium

Premium

(b) Architectural diagram (joint
services)

Delay

T1

T1 T2

T2 T3

T4

(c) QN model (separated
services)

Delay

T1 T2
T3

T4

(d) QN model (joint
services)

Fig. 6: Architectural diagram and performance model of the
Pipes and Filters design pattern.

G. Static Content Hosting

Problem. Requests might need to retrieve some static con-
tents besides running computations. If a single service is
in charge of computation and static content download, the
performance of the application may deteriorate due to the
excessive load of the service.

Solution. Static content should be placed in a storage
service that is accessed by requests without the need for extra
computation from other services. This way, the storage service
can handle downloading requests and relax the load of other
services that can focus on computation.

Performance model. A representation of this design pattern
is shown in Fig. 7(a), where users’ requests trigger two
services, i.e., the Computation Service, which is in charge of
all computations, and the Storage Service that contacts the
storage device to retrieve static contents.

Users Computation
Service 

DataStore
Storage
Service 

(a) Architectural diagram [27]

Delay

Fork Join

Computation

Storage

(b) QN model

Fig. 7: Architectural diagram and performance model of the
Static Content Hosting design pattern.

The QN model is depicted in Fig. 7(b). Heterogeneous
requests are considered, e.g., requests that need a lot of
computation (i.e., CompIntensive) and requests whose com-
putation is shorter, but need to download larger contents (i.e.,
StorIntensive). All requests are forked into sub-requests that
are concurrently processed by Storage and Computation
service stations. The Storage station models download
operations, while the Computation one represents the cal-
culation required by each request. Results are returned to the
users when the computation is completed and static contents
are downloaded.

Summarizing, the answer to RQ1 is as follows.
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performance of the application may deteriorate due to the
excessive load of the service.

Solution. Static content should be placed in a storage
service that is accessed by requests without the need for extra
computation from other services. This way, the storage service
can handle downloading requests and relax the load of other
services that can focus on computation.
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is shown in Fig. 7(a), where users’ requests trigger two
services, i.e., the Computation Service, which is in charge of
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The QN model is depicted in Fig. 7(b). Heterogeneous
requests are considered, e.g., requests that need a lot of
computation (i.e., CompIntensive) and requests whose com-
putation is shorter, but need to download larger contents (i.e.,
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are downloaded.

Summarizing, the answer to RQ1 is as follows.

COMPLEX SYSTEM

Microservices Pattern

Scenario Discovery

Figure 1: Adaptive exploratory modeling and scenario discovery to the analysis of design spaces for microservices patterns.

In this context, exploratory modeling [15] is a methodology that aims to investigate the implications of
the inputs to a given model for decision making by conducting a series of experiments. The results of these
experiments are analyzed to identify regions of the space that are of interest to the decision maker, which
are usually referred to as scenarios. This technique is called scenario discovery (SD) [6] and often relies on
ML algorithms to infer scenarios from the available data. Figure 1 shows the ADEPT framework, in which
exploratory modeling and scenario discovery are adapted to the domain of microservices patterns.

This work uses two SD algorithms [6], specifically PRIM [12] and CART [5]. The architect can apply
either one algorithm or the other. For both algorithms, the inputs correspond to pattern parameters related
to performance metrics, while the outputs are rules to constrain these parameters. Further scenario discovery
algorithms can be adopted, and we plan to consider additional procedures as part of our future research.

2.3. Motivating Example

As an example of how ADEPT works, let us consider the Gateway Offloading (GO) pattern [24]. A GO
instantiation for three services and two pipelines is illustrated in Fig. 2. In this example, let us assume a
model with two heterogeneous requests: request A requires being executed by the first pipeline (service1 );
request B needs to be executed by the second pipeline (service2 and service3 ). We also assume that the
three microservices require requests to be decrypted before executing them. When using the GO pattern,
the encryption operation is deployed in the gateway component.

The GO performance depends on the operations being offloaded, as the time a request spends in the
gateway to execute the offloaded operation is taken away from the other services. Thus, the offloading
strategy becomes a design decision for the pattern. Based on [24], let us consider three alternatives for
this decision, namely: no offloading, offloading short operations (e.g., those with execution times up to
5ms), or offloading long operations (e.g., execution times between 5ms and 10ms). As performance metrics,
let us assume that architects are interested in response time and utilization at the gateway. To estimate
these metrics, the architect can make assumptions about the behavior of the gateway and microservices
when processing requests, and also about the system environment. These assumptions are captured by
parameters, such as the number of requests (NA, NB), the time before requests are issued (ZA, and ZB),
and the execution times for each component (SGW , SS1, SS2 and SS3). Based on these parameters, queuing
networks (QNs) [16] can be applied to estimate performance metrics. Using the numerical values provided
in [24], certain tradeoffs between utilization and response time emerge, as shown in Fig. 3. For this example,
we have discretized the metric values into four bins (or quadrants), each exposing a tradeoff category.
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NA 
ZA

NB 
ZB

SGW

SS2

SS3

SS1

offloading 
decision

Gateway Offloading
Req. Type request A request B

N [0, 25] 25−NA

Z 100 100
SGW [0, 10] SGW,requestA

SS1 20− SGW,requestA –
SS2 – 12− SGW,requestB

SS3 – 15− SGW,requestB

Figure 2: Example of a Gateway Offloading pattern with performance parameters (these parameters are refined from Table 1).

Let us consider that the architect is interested in GO configurations with average utilization (M ) and fast
response time (XS ). In the quality space in Fig. 3 (left), the performance variations across configurations
are due to design decisions and parameter assumptions. In this context, a design investigation for the
architect is whether constraints can be imposed on the parameters (and also on the decisions) to reduce
performance variability and thus increase the chances that a pattern configuration fulfills a given tradeoff
(e.g., < XS,M >). This effort focuses on the insensitivity of a set of configurations that share the same
decision. In other words, our approach aims to understand how sensitive the performance of a pattern
configuration is to variations in its parameters or design decisions. For instance, in the GO space in Fig. 3,
the decision to offload short services seems to be mostly insensitive to the < XS,M > tradeoff, although it
might deviate towards configurations with slower response time (XS or M ) and lower utilization (S ). The
no-offloading decision shows a considerable sensitivity in response time for the < XS,XS > tradeoff, while
off-loading long services is mostly insensitive around the < XS,L > and < S,L > tradeoffs.

To ensure the < XS,M > tradeoff (i.e., fast response time and average utilization), the architect needs
to select an appropriate decision (e.g., off-loading short services) and also avoid deflections due to parameter
variability. In particular, she can try to bound key parameters, such as NA, NB , and SGW , in such a
way that the GO configurations fall within the < XS,M > region. This effect can be achieved with
NB = [2.5, 23.0] and SGW = [2.5, 7.5], as indicated by the box in Fig. 3 (right side). These constraints
express rules for controlling the parameter values while ensuring a good number of configurations satisfying
the target tradeoff.

The architect can rely on these rules to understand the design decisions related to the behavior of the
GO pattern. For instance, she can realize that the gateway service time SGW is instrumental to the pattern
performance, but also environmental factors play a role, e.g., the rate of request B (NB) incoming requests
influences the pattern response. In general, finding a set of constraints that yield insensitive configurations
with respect to a tradeoff is not straightforward. Here is where SD algorithms become useful. In our
example, the constraints for SGW and NB were derived with PRIM. We can notice in Fig. 3 (right side) that
restricting the parameter values creates a 2D “box” or scenario that encloses most desired configurations.
However, this solution is not perfect, since a few desired configurations fall outside of the box, and some
unwanted configurations (i.e., those that do not satisfy the target tradeoff) get into the box. This situation
is reflected by the density and coverage metrics of the box. The lift metric (60%) indicates the improvement
in density (of configurations) with respect to the original unconstrained space for the target tradeoff.
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Figure 3: On the left, tradeoffs between response time and utilization for different configurations of the Gateway Offloading
(GO) pattern. An example of constraints imposed (via PRIM) for reducing the sensitivity of achieving a target tradeoff
< XS,M > are displayed on the right.

2.4. ML Algorithms for Scenario Discovery

In the following, we briefly describe the PRIM and CART algorithms. These strategies were chosen
because they produce interpretable, rule-based constraints that intuitively support software architects in
understanding when to control pattern parameters. Furthermore, both methods are non-parametric and
make no strong assumptions about the distribution of pattern configurations in the design space. Nonethe-
less, ADEPT is not tied to these two alternatives, and other algorithms such as Bayesian rule lists [31] and
explainable boosting machines (with rule extraction) [19] can be applied.

PRIM (Patient Rule Induction Method). This method is a bump-hunting algorithm [12] that searches
for regions (bumps) in the input space with relatively high (or low) values of a target variable. In our
dataset, this target variable takes a Boolean value indicating whether a performance requirement, typically
a tradeoff between performance metrics, is met. PRIM describes the regions by simple, interpretable rules,
as they are rectangles called boxes in the input space. In our case, the input space refers to the space of
pattern configurations and their configuration parameters. PRIM works by iteratively reducing the data
size by small amounts. First, candidate boxes are generated. Each box removes a portion of the data based
on the levels of a single input variable (parameter). This stage is known as top-down peeling. Second, for
each candidate box, the relative improvement in the number of outputs (i.e., performance metrics) inside
the box is calculated, and the candidate box with the highest improvement is selected. Third, the data in
the selected box replaces the starting data, and the process is repeated. There is also a second stage, known
as bottom-up pasting, which is the inverse of the peeling stage. The process ends when the stopping criteria
are met (e.g., the current box is too small). PRIM seeks regions that have both a high density of positive
instances (i.e., those satisfying the target property, or good precision) and good coverage of the space (i.e.,
good recall) being analyzed.

CART (Classification And Regression Trees). This method is a decision tree algorithm [5] that recursively
splits the data into subsets based on the values of input variables, building a tree-like structure to predict
a target variable. Similarly to PRIM, we assume that the target variable is a Boolean property referring
to a performance requirement, and then use CART to address a classification problem. Unlike PRIM,
which takes one property (tradeoff) at a time, CART works as a multi-class classifier and can target several
tradeoffs simultaneously. CART creates a binary decision tree, in which nodes are split into sub-nodes based
on a threshold value of an input variable. The root node is considered the initial set and is split into two
subsets based on the best input and threshold values. These subsets are subsequently split using the same
logic. This process continues until the last pure subset is found in the tree or the maximum number of
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Concept Description
Pattern The microservice pattern to be analyzed.
Parameter A variable of the pattern design whose values are affected by uncertainty, often

beyond the architect’s control (e.g., environment factors). A parameter takes
numeric values in a predefined range.

Decision A variation point within the pattern design, often mapped to an discrete
implementation choice (policy).

Configuration space The collection of all feasible instances of the pattern design, including the
combinations of decisions and parameter values.

Quality metric A quality objective to quantitatively measure (or evaluate) a pattern
configuration (e.g., latency, utilization, and throughput for performance).

Quality space The collection of all performance metric values for the pattern instances
(points in the configuration space).

Tradeoff A well-defined region of the quality space, which encompasses a subset of
evaluated configurations.

Box (constraints) A collection of rules, each one defining the range of allowed values for a
pattern parameter.

Table 2: Main concepts of ADEPT

leaves is reached. Node splitting relies on the Gini impurity criterion [5], which measures the probability of
misclassifying a random instance from a subset labeled according to the majority class. The lower the Gini
impurity, the purer a subset is. CART evaluates all possible splits and selects the one that best reduces
the impurity of the subsets. Pruning is used to remove nodes that contribute little to the accuracy of the
classifier. In general, PRIM and CART do not identify the same boxes for a given dataset.

3. Approach

ADEPT (Architectural Decision Exploration and Pattern Tradeoffs) is a data-driven framework to support
an architect’s understanding of the effects of design decisions and assumptions for a microservices pattern
on its performance properties and tradeoffs. Starting from a pattern model (and its corresponding dataset),
the main goal is to help the architect identify the decisions and parameters that contribute the most to
performance variability and to infer parameter constraints to reduce performance sensitivity with respect
to specific tradeoffs. In this way, the architect obtains an envelope of (desired) pattern behavior for her
tradeoff of interest. The framework generalizes the techniques presented in our previous work [11], enabling
quantitative evaluation and exploration of the design space associated with a pattern through computational
experimentation, sensitivity analysis and scenario discovery (SD). In addition, a variety of visualization
techniques are provided for the architect to inspect the pattern design space and the inferred constraints.

Table 2 summarizes the key concepts developed in ADEPT. A pattern is modeled in terms of predefined
(discrete) design decisions and numeric parameters. A parameter captures characteristics of patterns that
may vary, e.g., the workload is specified by the number of requests a system is expected to receive. Within
a single pattern, there might be different decisions that express how the solutions are implemented. A
decision represents a policy (in SD terms) that a software architect can test; e.g., when offloading services,
there are several opportunities to decide which services to offload. A particular combination of decisions
and parameters defines a pattern configuration (or pattern instance). The set of all configurations consti-
tutes the configuration space. A pattern configuration is analyzed against one or more quality objectives,
each evaluated using a specific quality metric, e.g., latency, utilization, and throughput are representative
performance metrics. The set of all evaluations constitutes the quality space. Within the quality space, the
architect can define tradeoffs as regions with specific ranges of values for the quality metrics. A tradeoff
represents a set of reference values that an architect cares about, i.e., the numerical values of metrics that
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Figure 4: Main phases of the ADEPT framework for analyzing and acting on the performance sensitivity of microservices
patterns. The dotted boxes denote the phases, while the boxes connected by arrows show the suggested execution paths for
pattern analysis.

are significant for the system. Such tradeoffs are intended to guide the architect in understanding the fulfill-
ment of system requirements. Note that certain tradeoff regions might be infeasible (i.e., include none of the
evaluated configurations), depending on the metric ranges. A box is introduced to define constraints with
allowed ranges of values for patterns’ parameters in order to reduce performance variability. These ranges
are expressed as simple rules for a software architect.

Fig. 4 shows the processing pipeline that comprises four phases: pattern modeling, data exploration,
sensitivity assessment of pattern parameters, and constraint inference (using PRIM and/or CART).

3.1. Phase 1: Pattern Modeling

The process begins with the specification (or model) of a pattern M , which will be the main target
of the analysis. Our framework does not prescribe a specification formalism. The requirements for the
pattern modeling are: an initial architecture (i.e., a run-time view of components and connectors), and the
specification of design decisions (e.g., a scheduling policy for a server) and parameters (e.g., the variability
in the service time of a specific system resource). Furthermore, the performance metrics of interest (e.g.,
latency, utilization, throughput) should be specified. Design decisions and parameters are inputs for the
analysis of M , while performance metrics are treated as outputs. To facilitate the analysis of new patterns,
the pattern model is captured in JSON format.

OnceM is specified, a sample of pattern configurations involving different values for the decisions, param-
eters and performance metrics must be collected. The number of pattern instances to sample (or generate)
is determined by the architect. Each instance is evaluated by a performance model, which characterizes
the behavior of a pattern configuration under given parameter values (e.g., different workload variations)
and computes the performance metrics (e.g., response time, utilization). The performance model can be
made concrete by a simulator, as in [24], or come directly from collected system traces [7]. The instances
along with their performance metrics are organized in a dataset. ADEPT is agnostic as to how this dataset
is created, as long as its columns and values are identified and mapped in the JSON specification of the
pattern.
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Strategy Description Categories
(per objective)

Static?

Fixed bins It divides the range of values for each objective into
n bins of equal size. The quality space becomes a
grid with n2 quadrants.

n = 2, . . . Yes

Pareto It computes the Pareto front (non-dominated
solutions) for the quality space. Then, it partitions
each objective range into satisfying and
non-satisfying solutions. A solution is regarded as
satisfying when it lies within an ϵ distance of the
Pareto front, and is non-satisfying otherwise. The
quality space is then partitioned into 4 quadrants

2 No

Clustering It applies k-means clustering on each objective range.
The best k (number of clusters) is chosen for each
objective. Let k1 and k2 be the best numbers of
clusters for two objectives, then the quality space
becomes a grid with k1 ∗ k2 quadrants.

k = 2, 3, 4, 5 No

Table 3: Tradeoff definition strategies supported by ADEPT.

3.2. Phase 2: Data Exploration

Treating the design space of a pattern M as a dataset enables us to perform an exploratory data analysis.
In particular, for the quality space, the architect should define the tradeoffs she is interested in. We take
an operational perspective on these tradeoffs as regions of the quality space where a property holds. For
instance, the architect can define an acceptable tradeoff (or property) for those configurations that achieve
a latency lower than a threshold value, and have an average utilization (e.g., computed as the average of
utilization values across all the available resources).

To facilitate the definition of tradeoffs, ADEPT provides a number of predefined strategies, as listed in Table
3. These strategies partition quality objectives (metrics) into predefined categories that lead to rectangular
regions (or quadrants) in the quality space. The architect can decide to implement her own strategy with
a custom partition of the space. A strategy can be static or dynamic, depending on whether it adapts to
the characteristics of the quality space. A static strategy involves discretizing values for each performance
metric into ordinal (or Likert) categories. For instance, if we use a 2-point scale for latency and utilization
and label the resulting ranges of objective values with the categories < S,L > (small, large), then we obtain
four possible quadrants in the quality space for the pattern configurations. In general, the tradeoff definition
strategy depends on the problem and the architect’s context.

Once the tradeoff regions are defined, the architect can assess how certain decisions or parameters cause
some configurations to fall into a specific region. Furthermore, she can assess whether configurations can
drift from one region to another due to a particular decision, but more importantly, due to variations in
parameter values. A pattern configuration from M based on a predefined decision D is denoted as MD.
Given a set of configurations for a chosen MD, variations in their parameter values lead to variations in the
quality space values, i.e., the system configurations move across different quadrants, thus determining which
values affect the performance metrics under analysis. This situation is illustrated in Fig. 3 (left) with three
decisions in the configuration space.

3.3. Phase 3: Parameters Sensitivity

In the third phase, the software architect chooses one or more target tradeoffs and determines whether the
performance variability across the M configurations, with unconstrained decisions and parameters, is good
enough for her preferences. This assessment can be made, for instance, by visually inspecting the quality
space. For example, the decision to offload long services in Fig. 3 shows that the resulting architectural
configurations move between the < XS,L > and < S,L > quadrants, that is, utilization remains high but
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response time varies from very low to low. The hypothesis is that this variability is due to changes in the
numerical values of the pattern parameters. If this performance variability is undesirable (for the decision),
then the architect might want to know whether imposing parameter constraints can reduce M variability
to one single tradeoff (e.g., the XS,L quadrant). She can also analyze performance variability for other
decisions, such as whether to offload short services or not offload at all for the GO pattern.

In general, a pattern MD is said to be insensitive to parameter changes for a given tradeoff T , if all
(or most) pattern instances sharing the same decision D and different parameter values appear within the
corresponding quadrant for T . In ADEPT, the architect can employ a metric called density, which computes
the number of configurations within each tradeoff region (quadrant) with respect to the total number of
configurations in the quality space. This density can be calculated per pattern decision to get insights into
the most frequent tradeoffs that are feasible under that decision. If density(MD, T ) is close to 1.0 and only
a small fraction of configurations go to another (but closer) quadrant, the architect can conclude that the
performance variability is tolerable for D and T , and no parameter constraints are needed. A low value of
density(MD, T ) indicates that constraints should be applied.

3.4. Phase 4: Constraint Inference

In this phase, we aim to control parameter uncertainty and thereby reduce the variability of performance
metrics within specific tradeoff regions. We rely on PRIM and CART for scenario discovery (SD). In our
context, SD refers to the identification of conditions that cause a set of instances for MD to satisfy a given
property with bound variability. Furthermore, a property corresponds to a tradeoff T with an associated
tradeoff region defined by quality-attribute labels.

To reduce the number of pattern parameters that SD algorithms must process, a filter can be applied to
process only the key parameters for the performance metrics. This means that the constraints resulting from
CART or PRIM will be expressed only in terms of these key parameters. Identifying correlated features (i.e.,
parameters) in a dataset and performing feature selection is a common but not straightforward ML task.
Features with a greater diversity of values tend to be more predictive, while those with the least missing data
tend to be more useful. In ADEPT, we rely on a procedure called smart correlation2, which looks for groups of
highly-correlated (numerical) parameters and uses a heuristic to select the most informative ones. Initially,
the correlation matrix for all features (e.g., using methods such as Pearson or Spearman) is calculated, and
the features that are highly correlated with each other are clustered. For each cluster, the feature with the
highest variance is kept and the other features are dropped. This filtering procedure is optional in the ADEPT
pipeline, although recommended when a pattern involves a large number of parameters.

The chosen SD algorithm (either PRIM or CART) is executed with the key parameters and target
tradeoffs as input, and it returns the parameter constraints (boxes) that the architect can inspect and apply
to the pattern configurations. Note that the SD algorithms are not guaranteed to find boxes for all target
tradeoffs, as they depend on both the provided data and the algorithms’ heuristic nature.

To ensure that the inferred constraints are generalizable, an ML experiment is performed on the pattern
dataset. For this reason, it is good practice to split the original dataset into two parts: a training set and a
test set. In our context, the SD algorithm is computed on the training set and evaluated using the test set.
We re-compute the density for each box (on the test set) after applying the parameter constraints. Ideally,
when the constraints for a given tradeoff are effective, the density should increase. This means that the box
limits are tight enough to enclose a good number of satisfying configurations, while keeping non-satisfying
ones outside the box. However, an additional metric of interest is the box coverage, which refers to the
number of enclosed satisfying configurations with respect to the total number of satisfying solutions. If
many satisfying solutions lie outside the box, coverage is low, i.e., the box is too narrow for insensitive
solutions. In general, the architect should strike a balance between density and coverage.

2https://feature-engine.trainindata.com/en/1.8.x/user_guide/selection/SmartCorrelatedSelection.html
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4. Experimental Setup

We evaluate our approach by applying it to five microservice patterns and computing performance metrics
for the pattern configurations, using the PRIM and CART algorithms when appropriate. The experiments
involve these patterns: Gateway Offloading (GO), Command Query Responsibility Seggregation (CRQS),
Anticorruption Layer(ACL), Gateway Aggregation (GA), and Pipes and Filters (PAF), as modeled in [24].

We aim to address the following research questions.

• RQ#1: For a given pattern, which parameters and design decisions are more effective for satisfying
a performance tradeoff?

• RQ#2: For a given design decision and parameters, how do PRIM and CART help to reduce sensi-
tivity with respect to a performance tradeoff?

• RQ#3: How does the initial definition of tradeoffs affect the results of PRIM and CART?

For RQ#1 and RQ#2 we use a 4-bin discretization of the quality space considering response time and
utilization (or throughput) as performance metrics, as shown in Fig. 5. The distribution of configurations
for the GO is given in Fig. 3 (left). There are three alternative decisions for the GO and PAF patterns,
two decisions for the CQRS pattern, and one decision for the ACL and GA patterns. Each quadrant refers
to a distinct performance tradeoff. Not all tradeoffs were feasible in our sampled design spaces for the
patterns. For RQ#3, we extend the tradeoff definition with a 2-bin discretization, a Pareto-based and a
clustering-based strategies. For consistency, all labels are named using the scale [XS,S,M,L,XL] to denote
increasing objective values.

According to the processing pipeline of Fig. 4, we initially generate a dataset per pattern by executing
its corresponding QN model and then visually inspect the distribution of the pattern configurations with
respect to the tradeoffs.

To identify key parameters and evaluate PRIM and CART, we split the pattern datasets into training
and test sets (70/30) using stratification on tradeoff labels, as typically done in ML. We remove outliers from
the datasets using the z-score method (z = 3). Pearson correlation was used for feature analysis to retain
the key pattern parameters, which were later fed into the algorithms. In PRIM, we apply the algorithm
on the training set for every combination of (feasible) tradeoff label and design decision, and record the
parameter constraints (boxes). In CART, we consider each design decision separately, as the resulting tree
generates the parameter constraints for all the tradeoff labels at once.

For answering RQ#2 and RQ#3, all (non-empty) boxes obtained from both algorithms are used for
evaluation on the test set. To quantify the effects of the parameter constraints, we compute the density of
configurations for a target tradeoff before and after applying the boxes (lift). Note that, using common ML
terminology, density can be seen as precision and coverage as recall for a tradeoff region. We also analyze
differences in average values of lift, precision, and recall for the boxes generated by each algorithm to assess
sensitivity improvements under different tradeoff definition strategies.

5. Evaluation

5.1. RQ#1: Role of Pattern Decision and Parameters in Performance Tradeoffs

In this research question, we assess the effects of the pattern decisions on the tradeoffs between the
performance metrics, and then discuss whether parameter constraints need to be imposed.

Tradeoff analysis of GO pattern. Fig. 3a shows that the decision of no-offloading always results in a
low system utilization (XS), and the response time can fluctuate in the range fast-slow ([XS,L]) depending
on the parameter values. This scenario indicates that the architect should apply parameter constraints
to ensure a desired response time. In turn, the decision of offloading long services always leads to high
utilization (L) and fast response time ([XS, S]), and thus seems to be an adequate decision for a reasonable
performance (if high utilization is not problematic for the system). Parameter constraints do not seem to
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(a) Command Query Responsibility Segregation (CQRS) (b) Anti Corruption Layer (ACL)

(c) Gateway Aggregation (GA) (d) Pipes and Filters (PAF)

Figure 5: Distribution of pattern configurations with respect to the performance tradeoffs (discretization into 4 bins).
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be needed in this case (unless the architect would prefer XS or S for the response time range). When the
goal is to optimize response time, the decision of offloading short services gives average-to-fast response time
with an average utilization. Nonetheless, parameter constraints are necessary to avoid deflections towards
configurations with slow response time. Also, parameter constraints might help the architect choose between
S or M for utilization.

Tradeoff analysis of CQRS pattern. Fig. 5a exhibits scenarios of trading off average-to-low utilization
and average-to-fast response time. If the software decision is chosen, response time will always be fast
but system utilization will be low, without the need for parameter constraints. The hardware decision is
preferred for obtaining a better (i.e., higher) utilization, but the response time might degrade for some
parameter values in the configurations. In this case, the architect should control the parameter values to
keep the response time in the XS and S levels.

Tradeoff analysis of ACL pattern. Fig. 5b differs from the previous ones, since all performance variations
are due to parameter values. The best configurations have average-to-high utilization ([M,L]) with mostly
fast response time (XS). However, deflections towards low utilization or slower response times are observed.
To avoid those cases, the architect should apply appropriate parameter constraints to favor the < XS,M >
quadrant, especially on the probability of dispatching requests to the ACL component.

Tradeoff analysis of GA pattern. Fig. 5c displays three well-defined shapes of tradeoffs due to parameter
variations. There is an undesirable scenario (top-right quadrant), in which response time is slow (L) and
utilization is high (L). In the other two scenarios, we notice that slower response times are correlated
with lower utilization. Thus, the architect might decide between a fast-to-average response time with low
utilization (< XS, SX > or < S,XS >) or average response time and utilization (< M,M >). In both
cases, parameter constraints need to be imposed to avoid deflections to unwanted tradeoff quadrants.

Tradeoff analysis of PAF pattern. Fig. 5d shows a clear correlation between response time and through-
put: the faster the response time, the higher the throughput. Decisions involve configurations with separated
services (i.e., services processing different requests are deployed multiple times) or joint services. Except for
very few configurations, the allocation of 2 CPUs to the joint services performs similarly as having separated
services, which sets apart from the case of joint services with 1 allocated CPU. The options for separated
services and 2-CPU joint services achieve both fast-to-average response time and average throughput, which
seem desirable scenarios. Parameter constraints might be imposed depending on whether a fast response
time or average throughput is preferred. In the option for 1-CPU joint services, in turn, the response time
increases significantly but throughput goes down (< M,S >).

Summarizing, the analyses of the quality spaces expose the pros and cons of each microservice pattern,
and how decisions can be made to achieve specific performance tradeoffs, thus answering RQ#1. Fur-
thermore, the analyses expose the sensitivity of certain pattern configurations based on their parameter
values, depending on the tradeoff targeted by the software architect.

5.2. RQ#2: Effectiveness of PRIM and CART to Address Target Tradeoffs

Based on the pattern datasets, we ran PRIM and CART for the feasible configurations, design decisions,
and tradeoffs, in order to obtain a spectrum of boxes and density scores. The results in terms of density
scores are summarized in Tables 4, 5, 6, 7 and 8. Performance tradeoffs are represented by response time
and utilization (or throughput for PAF ) with four bins (XS, X, M and L). Note that test sets represent the
baselines, before applying any algorithm. The density values are in bold (and green), underlined (and yellow)
or framed (and red) to highlight whether the change (lift) was positive, marginal or negative, respectively,
in terms of configurations meeting the target tradeoff after imposing the constraints. All the information
about constraints is provided in the reproducibility package.

Metrics and Constraints for GO pattern.
Out of 8 possible parameters, NB and SS2B turned out to be the most relevant ones for the pattern

performance sensitivity. We recall that all patterns are subject to heterogeneous requests, namely A and
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Performance
GO Decision tradeoff M-XS S-S S-XS XS-L XS-M XS-XS

Test set
NO 0.11 0.33 0.56
LSO 1.00
SSO 0.29 0.71

PRIM
NO

S-XS 0.11 0.33 0.56
XS-XS 0.29 0.71

LSO XS-L 1.00

SSO XS-M
�� ��0.18 0.82

CART
NO

S-XS 1.00

XS-XS
�� ��0.17 0.83

LSO XS-L 1.00
SSO XS-M 1.00

Table 4: Density metrics for the GO pattern considering 4 bins. Bins are labeled as follows: extra-small (XS), small (S),
medium (M), and large (L). Decisions are: no-offloading (NO), short-services-offloaded (SSO), long-services-offloaded (LSO).

B. This means that the number of B requests (NB) is recognized as to have a large impact on the system
response time, whereas the service time when invoking the S2 service (SS2B) is responsible for variations in
utilization values.

In Table 4, the first block of rows (test set) shows the initial scores for different tradeoffs, and we can
notice that these tradeoffs depend on the decision implemented at the gateway. For example, the first row
indicates that with no-offloading 56% of solutions belong to the < XS,XS > tradeoff, 33% falls into the
< S,XS > quadrant, while 11% relates to the < M,XS > tradeoff. When PRIM is applied, for instance,
for the SSO decision and < XS,M > as the target tradeoff, 82% of the constrained configurations belong
to that tradeoff, which gives a lift of 11% with respect to the initial score (71%). As a side-effect of the
constraints, the < S, S > quadrant is affected and a lower percentage of configurations remain in that
tradeoff (from 29% to 18%).

Both algorithms are able to effectively constraint certain parameters for ensuring the desirable tradeoffs
of Fig. 3, namely: < XS,XS > (no-offloading), and < XS,M > (short-services offloading). On the one
hand, PRIM was not effective in improving a portion of the tradeoffs. On the other hand, the tradeoffs
addressed by CART improved significantly. CART outperformed PRIM for < S,XS > (1.00 versus 0.33
with respect to an initial score of 0.33) and < XS,M > (1.00 versus 0.82 for an initial score of 0.71),
under the decision of short-services offloading; and for < XS,XS > (0.83 versus 0.71 for an initial score
0.56), under the decision of no offloading. The differences can be attributed to the internal working of the
algorithms, which returned different parameter ranges for the same targets. Although the CART boxes were
more effective than those of PRIM, they tended to have a lower coverage than in PRIM.

Metrics and Constraints for CQRS pattern. The most prevalent tradeoffs are < XS,M > for the
hardware decision and < XS,XS > for the software alternative, as shown in Fig. 5a and corroborated by
Table 5 (first block of rows). From a list of 8 parameters, the frequency of write requests in the database
(Z write) is identified as the key parameter for pattern’s performance sensitivity, along with the service
time of the database to manage read requests (SDB−read). Besides, the analysis reveals a lower importance
for the parameter related to the service time when writing requests (SDB−write).

As noted from the metrics in Table 5, both PRIM and CART obtain maximal effectiveness at improving
the < XS,M > target, which is a desirable tradeoff under the hardware decision. CART is very limited for
this dataset and could not address other tradeoffs. Instead, PRIM is able to improve < S, S > (0.5 with
respect to an original score of 0.06), < XS,L > (0.65 with respect to 0.09) and < XS, S > (0.58 with respect
to 0.06), under the hardware decision. Note that, despite the PRIM improvement, the < XS,L > quadrant
is very unlikely to be targeted, because utilization is too high. The defined tradeoff strategy involves a larger
number of boxes, and this choice highlights an interesting feature of PRIM when compared to CART.
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Performance
CQRS Decision tradeoff S-S XS-L XS-M XS-S XS-XS

Test set
HW 0.06 0.09 0.79 0.06
SW 1.00

PRIM

HW

S-S 0.50

XS-L 0.65
�� ��0.35

XS-M 1.00

XS-S 0.08
�� ��0.33 0.58

XS-XS 0.08 0.18 0.74

SW

S-S 1.00
XS-L 1.00
XS-M 1.00
XS-S 1.00
XS-XS 1.00

CART
HW XS-M 1.00
SW XS-M 1.00

Table 5: Density metrics for the CQRS pattern considering 4 bins. Bins are labeled as follows: extra-small (XS), small (S),
medium (M), and large (L). Decisions are: hardware separation (HW) and software separation (SW).

Performance
ACL Decision tradeoff S-M XS-L XS-M XS-S XS-XS
Test set ACL 0.01 0.26 0.71 0.01 0.01

PRIM ACL
XS-L 0.79

�� ��0.21
XS-M 0.03 0.97

CART ACL
XS-L 0.88

�� ��0.12
XS-M 0.03 0.97

Table 6: Density metrics for the ACL considering 4 bins. Bins are labeled as follows: extra-small (XS), small (S), medium (M),
and large (L). The decision is about the frequency of invoking the ACL component.

Performance
GA Decision tradeoff L-L M-M M-XS S-L S-M S-XS XS-XS
Test set GA 0.41 0.06 0.03 0.19 0.03 0.06 0.22

PRIM GA

L-L 1.00
M-M 0.22 0.67 0.11
M-XS 0.10 0.20 0.70
S-L 0.13 0.75 0.13
S-XS 0.22 0.78
XS-XS 1.00

CART GA

L-L 1.00
M-M 1.00
S-L 1.00
S-XS 1.00
XS-XS 1.00

Table 7: Density metrics for the GA pattern considering 4 bins. Bins are labeled as follows: extra-small (XS), small (S),
medium (M), and large (L). The decision involves aggregating the results at the gateway component.
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Performance
PAF Decision tradeoff L-S M-S S-M S-S XS-M

Test set
Joint1 0.33 0.39 0.28
Joint2 0.04 0.24 0.72
Sep 0.05 0.05 0.05 0.11 0.74

PRIM
Joint1

L-S 0.83
�� ��0.17

M-S 0.33 0.67
S-S 0.33 0.39 0.28

XS-M
�� ��0.15 0.46 0.38

Joint2 XS-M
�� ��0.14 0.86

Sep XS-M 0.07 0.07 0.86

CART
Joint1

L-S 0.75 0.25
M-S 0.50 0.50

Sep XS-M 0.25 0.75

Table 8: Density metrics for the PAF pattern considering 4 bins. Bins are labeled as follows: extra-small (XS), small (S),
medium (M), and large (L). Decisions are: all services deployed with 1 CPU (Joint1), all services deployed with 2 CPUs
(Joint2), and services separately deployed (Sep).

Metrics and Constraints for ACL pattern. The most prevalent tradeoffs are < XS,M > and < XS,L >,
from which the first quadrant is a desirable target, according to Fig. 5b. The constraints computed by both
algorithms yield gains in the density scores for the < XS,M > tradeoff, with a slightly higher lift of CART
over PRIM, as evidenced in Table 6. Out of 14 parameters, NA is determined to be key for performance
sensitivity, since it relates to the workload of requests, thus affecting the performance metrics. A further
parameter marked as relevant for both response time and utilization is the probability of invoking subsystem
S1. Specifically, the B requests affect the performance characteristics of the pattern.

Metrics and Constraints for GA pattern. Among the key parameters, our experiments show that the
number of requests (N) affects the system response time, particularly for the B requests (NB). The same
type of requests is associated with a probability of invoking the gateway component (Prob), which has a large
impact on the performance metrics under analysis. In total, 12 parameters were analyzed by the feature
selection algorithm. Both PRIM and CART address most of the target tradeoffs satisfactorily, particularly
the more prevalent quadrants (< M,M >, < S,XS > and < XS,XS >). Table 7 shows that CART
achieves a higher lift than PRIM. Nonetheless, CART is unable to find boxes for the < M,XS > quadrant.
Furthermore, PRIM outperforms CART in terms of coverage (for every target tradeoff).

Metrics and Constraints for PAF pattern. From a list of 14 parameters, our analysis indicates that the
number of requests (N) affects both the system response time and utilization, particularly for A requests
(NA). Moreover, the service time of the T1 task is recognized as the most relevant parameter for this
pattern. This is expected, since the T1 task plays a central role in the computation of all requests; therefore,
restricting it helps to achieve results with less variability. According to Table 8, CART is unable to address
certain tradeoffs, particularly under the decision of having a service deployment with 2 CPUs (joint2). PRIM
achieves a better lift for the most prevalent tradeoffs, < M,S > and < XS,M >, the latter being a desirable
target for the architect, under the decisions of having services deployed with 2 CPUs or separately.

Table 9 summarizes the density (precision), coverage (recall) and lift metrics for PRIM and CART
averaged over all (feasible) tradeoffs, and the values in bold show the highest values. For the GO and
GA patterns we notice similar results, i.e., highest recall achieved by PRIM, and largest precision and lift
obtained by CART. In the ACL pattern, both algorithms achieve similar, relatively low metrics. The CQRS
and PAF patterns show, in turn, a different trend, in which PRIM outperforms CART regarding density
and coverage, although with moderate scores.
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Pattern Algorithm Precision (avg) Recall (avg) Lift (avg)

GO
PRIM 0.48 0.65 0.31
CART 0.64 0.49 0.47

CQRS
PRIM 0.36 0.63 0.31
CART 0.05 0.01 -0.15

ACL
PRIM 0.35 0.30 0.15
CART 0.37 0.29 0.17

GA
PRIM 0.47 0.86 0.33
CART 0.71 0.48 0.57

PAF
PRIM 0.47 0.46 0.27
CART 0.40 0.13 0.20

Table 9: Precision (density), recall (coverage) and lift metrics for the parameter constraints (boxes) by pattern and algorithm.

Pattern Strategy Algorithm Precision (avg) Recall (avg) Lift (avg)

GO

2 x 2 bins
PRIM 0.67 0.64 0.33
CART 0.65 0.50 0.31

4 x 4 bins
PRIM 0.48 0.65 0.31
CART 0.64 0.49 0.47

Pareto (2 x 2 bins)
PRIM 0.60 0.50 0.35
CART 0.66 0.48 0.41

clustering (2 x 4 bins)
PRIM 0.83 0.89 0,67
CART 0.96 0.81 0.80

CQRS

2 x 2 bins
PRIM 0.50 0.36 0.00
CART 0.50 0.04 0.00

4 x 4 bins
PRIM 0.36 0.63 0.16
CART 0.05 0.01 -0.15

Pareto (2 x 2 bins)
PRIM 0.64 0.43 0.39
CART 0.45 0.07 0.20

clustering (4 x 2 bins)
PRIM 0.31 0.51 0.15
CART 0.14 0.00 -0.03

PAF

2 bins
PRIM 0.54 0.69 0.21
CART 0.58 0.22 0.25

4 bins
PRIM 0.47 0.46 0.27
CART 0.40 0.13 0.20

Pareto (2 bins)
PRIM 1.00 0.69 0.00
CART 1.00 0.55 0.00

clustering (3 x 3 bins)
PRIM 0.77 0.86 0.44
CART 0.89 0.32 0.56

Table 10: Precision (density), recall (coverage) and lift metrics for the parameter constraints (boxes) for different strategies for
tradeoff definition. The chosen patterns (GO, CQRS and PAF ) involve design decisions.
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(a) Gateway Offloading (GO) (b) Command Query Responsibility Segregation (CQRS)

(c) Pipes and Filters (PAF)

Figure 6: Distribution of pattern configurations with respect to the performance tradeoffs (k-means clustering). Tradeoff
regions adapt their shapes to the points of each quality space.
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The analysis results show a similar performance for PRIM and CART in terms of reducing the sensitivity
of target tradeoffs, with the former algorithm often inferring more boxes than the latter. CART achieves
a better precision while PRIM gets a better coverage (with a reasonable precision), which answers
RQ#2. In general, the improvements for all the patterns are most noticeable for those tradeoffs
encompassing many configurations (i.e., dense quadrants) in the dataset. In practice, not all tradeoffs
(whether addressed or not by the algorithms) are desirable targets for an architect.

5.3. RQ#3: Alternative Strategies for Tradeoff Definition

Since the previous experiments were carried out with a discretization of the performance metrics in four
fixed bins, in this research question we test the approach with alternative binning strategies, as described
in Table 3. For each alternative, we make PRIM and CART infer the corresponding parameter constraints
and compute density (precision) and coverage (recall) metrics. The results for the GO, CQRS and PAF
patterns, which are the ones involving multiple decisions, are summarized in Table 10.

Like in Table 9, we observe tradeoffs between precision (in favor of CART) and coverage (in favor of
PRIM), but they are modulated by the bounds of the bins. In (static) strategies with fixed bins (2x2 or 4x4),
they influence how similar (or dissimilar) configurations are grouped, and thus how the parameter constraints
are derived. The Pareto and clustering strategies can adapt to the distribution of solutions in the quality
space. For instance, Figure 6 shows the partitioning of the quality space for the three patterns using k-means
clustering on each performance objective, and we notice a varying number of bins per objective. When it
comes to the improvements attributed to the parameter constraints, we found that clustering performed
better than the other strategies for the GO and PAF patterns (marked in bold in Table 10). The CQRS
case was an exception, because CART performed poorly, but we still noticed variations in the density and
coverage of PRIM when using alternative definition strategies.

We corroborate that using alternative definition strategies for the tradeoffs changes the way in which
the evaluated configurations are partitioned, which can make constraint inference harder or easier for
the PRIM and CART algorithms. Thus, we answer RQ#3 by saying that the density and coverage of
the resulting boxes seems to be dependent on the tradeoff definitions. Ultimately, the definition of the
acceptable tradeoffs for the system should be provided by the architect.

6. Threats to Validity

Internal validity. The pattern datasets are generated from performance models (Queuing Networks) that
were validated in prior work [24, 22]. These models make certain assumptions that might not capture real-
world dynamics or might miss parameters that influence system performance. Furthermore, the datasets
are static, i.e. they provide predetermined system snapshots (configurations) and might not include other
relevant configurations. The causal relationship between the parameters and tradeoffs tackled by ADEPT

is affected by these factors. Since both PRIM and CART are heuristic algorithms, their outputs are not
guaranteed to be optimal and also depend on the way the datasets are split. In the case of CART, the
conversion of a classification tree into boxes can affect the accuracy of the parameter constraints. The
filtering of key parameters (feature selection) is beneficial for the analysis and resulting constraints, but it
might discard parameters having complex effects on the performance metrics (e.g., non-linear relationships).
Performing a parameter filtering before SD is currently optional in ADEPT. Besides, more experiments are
needed to derive guidelines on when to use parameter filtering. In the experiments, we assume that tradeoff
sensitivity is caused by a combination of (discrete) decisions and (numeric) parameters, but our SD analysis
does not currently distinguish their individual effects. Thus, there is a risk of attributing performance
sensitivity to the wrong element. Addressing this confounding effect through a refined analysis is the
subject of future work.
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External validity. Our evaluation is performed on five microservices patterns. While these patterns are
representative, they do not cover the whole spectrum of pattern-based microservices systems. Furthermore,
we assume one pattern per system and did not analyze systems composed of multiple patterns. The SD
algorithms proved to be effective in inferring constraints for the considered datasets, although studies with
other microservices patterns and systems need to be carried out in order to generalize our findings. The
datasets were generated by sampling the parameters of the performance models, which might have biased
the resulting parameter space, when compared to the usage of actual system traces as input to the approach.
The results of using alternative tradeoff definitions showed variations in the performance of the algorithms,
suggesting further investigation of this aspect. Finally, our analyses were based on the predictions of the
performance models, and we did not compare the results with the (actual) runtime behavior of the services
or the metric values using each pattern.

Construct validity. The concept of tradeoff is key in the software architecture domain, as well as in
the ADEPT framework, since we focus on tradeoff sensitivity due to pattern decisions and parameters. Our
framework provides an operational view of a tradeoff as a region (quadrant) of evaluated configurations in
the quality space, allowing automated definition strategies (e.g., fixed bins, Pareto, clustering). Although
we intend to keep tradeoff definitions simple, having a grid of rectangular shapes in the quality space might
not reflect the architect’s view of what a tradeoff is for her problem (e.g., a tradeoff might not necessarily
be a quadrant). The boundaries created by the quadrants can lead to the loss of information for certain
configurations. Note that this is not a limitation of SD algorithms, as they can infer constraints for any
boolean property, regardless of its shape in the quality space. Our experiments rely on pattern models and
performance metrics (e.g., response time, utilization, throughput) as proxies for pattern behavior, which
together provide the basis for the tradeoff definition and sensitivity analyses. Thus, the validity of our
results relies on how well these models and quality metrics reflect the architect’s concerns.

7. Related work

Microservices represent a new development strategy intended to guarantee agility, scalability, maintain-
ability, and performance [13], hence, even major vendors, e.g., Netflix [28], have been attracted by these
premises. In the literature, recent approaches have been developed to study the performance characteristics
of microservices, e.g., [35, 8, 1]. Hereafter, we present the approaches mostly related to the aspects tackled
in this manuscript, acknowledging that our selection of related work is not exhaustive.

Performance evaluation. Our work focuses on interpreting the performance characteristics of architec-
tural patterns for microservices. This is motivated by a few survey articles that analyze various quality
attributes and identify performance as one of the most prominent. For instance, Di Francesco et al. [9]
study 103 papers on microservice architectures and observe that performance is growing in popularity and
relevance with respect to other quality properties. A further endorsement is provided by Li et al. [17] that
review 72 studies and indicate performance as one of the most critical attributes when designing a microser-
vices application. Wijerathna et al. [33] raise attention to the bad practice of delaying the performance
evaluation until the latest stages of the development process. As a result, fixing issues becomes expensive,
whereas it is preferable to incorporate performance-based knowledge from the architectural phase. Rodrigues
et al. [26] review 784 papers and select 26 primary studies on the performance and scalability assessment
of microservice architectures. Interestingly, architectural patterns are associated to positive and negative
impacts, depending on the pattern application, as also demonstrated by our work. In summary, all these
studies support our research effort to focus on the interpretation of performance predictions, since they do
affect the quality of microservice architectures.

Architectural patterns. Our work targets the architectural patterns that have been defined in the lit-
erature as relevant for the performance of microservice-based applications. This is motivated by a few
methodological articles that analyze various architectural patterns and recognize that they do affect the
quality of the corresponding software architectures. For instance, Khomh et al. [14] study the influence of
six design patterns on a cloud-based application, specifically focusing on performance and energy consump-
tion metrics that exhibit large variations. However, there is no sensitivity analysis in the derived findings,
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as we do in this paper. Akbulut et al. [2] present a performance evaluation of three design patterns, and
their measurements showcase that their performance metrics of interest improve or worsen depending on the
application scenarios. Amiri et al. [3] explore performance and reliability trade-offs as architectural patterns
are varied. Ma et al. [20] identify anomalous performance behaviors by proposing a correlation mechanism
that detects the occurrence of cloud design patterns. Long et al. [23] analyze the performance of a serverless
application, and improvements are attributed to the adoption of a design pattern that balances incoming
request load. Liu et al.[18] present a collection of architectural patterns for foundation model-based agents,
i.e., AI components that reason on the context and collaboratively make decisions. This concept can be
applied to our approach: we can introduce agents to assess whether parameter sensitivity is sufficient and
study their actions. In summary, all these approaches support the need to evaluate architectural patterns,
but they do not perform a sensitivity analysis, as we pursue in this manuscript.

Behavioral robustness.
Our research is motivated by understanding possible deviations in the values of design pattern parameters

with respect to performance properties; this is achieved through PRIM and CART, which reduce parameters’
variability. This approach is closely related to the notion of sensitivity and robustness, as recently renewed
by Zhang et al. [36]. Robustness is defined as the largest set of deviations under which the system still
guarantees a desired property. This concept has recently been redefined as a robustification objective [37],
i.e., improving the system’s design robustness (while minimizing the cost of architectural changes) against
potential deviations. Zhang et al. [34] present a tool-based approach that solves a multi-objective problem
to minimize changes in behavior and cost of different design modifications. Anevlavis et al. [4] propose a
robust linear-time temporal logic to reason about the different ways in which assumptions and guarantees
can be violated in the system design space. Wei et al. [32] take a step further in connecting robustness to
AI systems, defining it as the ability to cope with errors. The correspondence with the system design can
be formulated as follows: an architecture is robust if the prediction of its quality is consistently accurate,
even if one or more input variables or assumptions are changed due to unforeseen circumstances. This is
highly relevant to our work, as we assess the sensitivity of the parameters to determine which variations in
input values affect the performance characteristics of the patterns under analysis.

Overall, to the best of our knowledge, there exist several approaches that investigate the performance
of pattern-based microservices architectures. However, our approach relies on a novel strategy that infers
rules to support software architects in understanding and controlling pattern variability while targeting the
preferred performance tradeoffs.

8. Conclusion and Future work

This paper proposes a data-driven analysis framework, namely ADEPT, to understand the performance
characteristics of microservice architectural patterns. Our framework provides a flexible pipeline that com-
bines concepts from software architecture exploration, scenario discovery, and ML. This research contributes
to the quantitative evaluation of pattern-based microservices. Software architects can leverage the features
provided by ADEPT to gain insights into patterns’ design space, thereby understanding the key decisions and
parameters that affect the adoption of a given pattern, i.e., its performance tradeoffs, and how to control
the variability of these tradeoffs.

We rely on Queueing Networks as analytical models to construct datasets for pattern performance. Our
empirical results using PRIM and CART include different tradeoff definitions and parameter ranges, and
report interesting performance variations. Both PRIM and CART seem to be effective in inferring parameter
constraints. However, we recall that our approach is not tied to a performance modeling formalism or a
particular definition of tradeoffs. The primary goal of ADEPT is to collect data about patterns and their
performance indicators, including tradeoffs of interest, as the basis for sensitivity analysis and subsequent
constraint inference. In this context, other performance models or even system traces can be used for the
datasets and downstream analyses.

In future work, we plan to address the threats to the approach’s validity, prioritizing the analysis of
a larger set of architectural patterns and their combinations, including other application domains (e.g.,
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federated learning systems [7]), and to consider other quality indicators (e.g., reliability and security).
We are interested in deriving design decisions with associated tradeoffs so that architects have a wider
understanding of the alternative decisions at their disposal. Beyond PRIM and CART, we plan to evaluate
additional techniques, such as Bayesian rule lists and explainable boosting machines [31, 19], that can be
useful for generating alternative explanations. The former can produce lists of if-then rules along with
probabilities, allowing architects to assess the uncertainty of a parameter constraint; while the latter can
derive rules capturing non-linear parameters’ interactions. Besides, we plan to extend the stages of the ADEPT
pipeline with textual explanations that can bridge the gap between the architect’s technical vocabulary
and the numeric results from the SD and ML techniques currently used in the framework. To this end,
we will explore the potential of Large Language Models. Finally, we aim to assess the actual adoption of
architectural patterns in industrial case studies, thereby collecting further data to deepen our understanding
of the variability of patterns’ parameters and decisions.

Data Availability

We provide a reproducibility package with the scripts, datasets, charts and metrics for all the patterns
used in our experiments at: https://github.com/andresdp/patterns-sa/
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